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Introduction
Producing high-aspect-ratio (HAR) features with plasma etching 
is becoming increasingly important as the market demands solid-
state non-volatile memory storage. In order to minimize bowing and 
twisting defects in HAR features, precision control of the ion energy 
distribution (IED) is required. Eagle Harbor Technologies (EHT), Inc. 
has previously developed a Rapid Capacitor Charger power system 
that can charge capacitance to high voltage in tens of nanoseconds 
and operate at 400 kHz. In this work, EHT is investigating ion energy 
control with these high-voltage custom waveforms. The experimental 
test chamber includes a 60 MHz capacitively coupled plasma source 
and a pedestal that can be biased using the Rapid Capacitor Charger 
waveforms. EHT will present the chamber modifications, retarding 
field energy analyzer details, and IED measurements. Based on these 
measurements, the next steps will be discussed.

Background
Wang & Wendt applied a non-sinusoidal, periodic, bias waveform 
to the wafer electrode to produce a flat voltage on the wafer. 
This waveform produced a narrow IED. For industrially-relevant 
processing, higher voltage and average power is required.
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Conclusion
•	Installed a 60 MHz CCP and the Impedans Semion RFEA.
•	Conducted a variety of experiments to baseline our 

understand of the RFEA without tailored voltage waveforms. 
•	Used EHT HV pulse generator to apply HV bias (0.75-3 kV) 

and measured the IED and wafer voltage. 
•	The tailored voltage waveforms can be used to control the 

IED at high voltage. 

Future Work
•	Characterize IV curve over the range 0-8 kV. 
•	Investigate effects of difference circuit elements and pulse 

parameters on the target electrode waveform and IED.
•	Begin development of higher voltage RFEA.

For more info: http://www.eagleharbortech.com/

Top Left: Schematic of Wang and Wendt experiment. Right: Measured voltages: 
power amplifier output (top), voltage on surface of substrate (bottom). Bottom 
Left: IED resulting from three different voltage bias waveforms.

IED Measurements with  High Voltage Bias
•	Plasma source: 60 MHz CCP operating at 300 W
•	Gas: Argon 
•	Neutral pressure: 5 mTorr
•	Bias power system: EHT high voltage pulse generator swept over the range 0.75-3 kV.
•	RFEA settings: DVD = 10 eV. Each point averages ±5 points

EHT Plasma Chamber
•	Chamber ID: 12-5/16”
•	Chamber internal height: 6-1/8”
•	Plasma source: 60 MHz CCP
•	The target pedestal is 

symmetric about the center 
vertical axis and isolated from 
the grounded chamber with a 1” 
Teflon spacer.

•	Tailored waveforms are 
produced by EHT RCC 
connected to the pedestal. Ar plasma produced by a 60 MHz CCP 

with HV probe measuring the RF.

Top row: HV pulse generator output waveforms. Second row: Target electrode voltage waveforms. Third row: IED. Bottom row: RFEA collector current.
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Next-Generation Bipolar Pulse Generators for Bias
•	Output voltage: 0-16 kV
•	Repetitive burst frequency: 0-800 kHz
•	Average power: 20 kW 
•	Multilevel output pulse-to-pulse
•	Active energy recovery
•	Voltage droop compensation
•	Industrial control via EtherCAT

Multilevel control can adjust the wafer voltage from pulse-to-pulse. Pulser 
output voltage waveform resulting in -1.7 and -6.5 kV wafer voltages.

RFEA schematic and IED & Icollector with no bias

Wafer Voltage

Pulser Output

Top: Pulser Output
Bottom: Wafer Voltage Vwafer = -1.7 kV

Vwafer = -6.5 kV

Pulser and wafer waveforms.


